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 A001-A512 DMX start address  
 6Ch DMX channel mode selection 
 8Ch 

 12Ch 
 60Ch 
 NASt Master 
 Sl 1 Slave 1  
 Sl 2 Slave 2 
 Su 0 – Su59 Sound program 
 Se 0 – Se99 Sound sensitivity 
 Au 0 – Au59 Auto mode selection 
 Co 1 – Co15  Colour macro 
 Red Manual Colour 
 Gree 
 Blue 

 Uhit 
 dSIP Display inversion 
 Uxx Software version 

 
 

 



  

 
 

 
 

1 
 

Dimmer 000-255 All dimmer 0-100% 
2 Strobe 000-255 Strobe 
3 1 Colour 000-255 Red 0-100%  
4 2 000-255 Green 0-100% 
5 3 000-255 Blue 0-100% 
6 4 000-255 White 0-100% 
7 5 Chase 000-007 No function 

008-012 Colour Chase 1 
013-016 Colour Chase 2 

017-020 Colour Chase 3 
…...-….. Every 3 step different chase 
227-247 Colour Chase 59 

248-255 Sound controlled strobe 
8 6 Speed 000-255 Speed control slow to fast (only in active mode 1-16) 
     

 

1 Dimmer 000-255 All dimmer 0-100% 
2 Strobe 000-255 Strobe 
3 Section 1 

 
000-255 Red 0-100%  

4 000-255 Green 0-100% 

5 000-255 Blue 0-100% 
6 000-255 White 0-100% 
7 Section 2 

 
000-255 Red 0-100%  

8 000-255 Green 0-100% 
9 000-255 Blue 0-100% 
10 000-255 White 0-100% 
11 Chase 000-007 No function 

008-012 Colour Chase 1 
013-016 Colour Chase 2 

017-020 Colour Chase 3 
…...-….. Every 3 step different chase 
227-247 Colour Chase 59 

248-255 Sound controlled strobe 
12 Speed 000-255 Speed control slow to fast (only in active mode 1-16) 
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