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Never before has there been such a perfect 
blend of power, portability and professional 
sound. The HD1221 12˝ 2-Way High-Definition 
Powered Loudspeaker delivers class-leading 
power, unmatched clarity and extreme flexibility 
in a design that looks as good as it sounds. 
Class-D Fast Recovery™ amplification produces 
1200W of peak system power. A simple 
3-position voicing switch allows you to dial in 
the right tone with minimal fuss. The flexible 
design lets you stack it, pole-mount it, fly it or 
even use it as a premium stage monitor. 

HD Series powered subwoofers provide intense 
low-frequency extension at unmatched power levels, 
adding massive low-end to any system. Designed and 
tuned by the experts at EAW, HD subs incorporate 
premium Linkwitz-Riley crossovers, precision tuning 
filters and phase alignment for ultra-accurate bass 
response. The all-wood cabinets feature a ported, direct 
radiating design for chest-pounding punch, while the 
Class-D amplifiers and switching power supply deliver 
maximum efficiency with less weight. The HD1501 is 
ultra-compact for portable applications and the 
powerful HD1801 is even flyable, providing the perfect 
sub for installs that need to save valuable stage space. 

Mackie earned a reputation for bringing high-end technology into designs that 
fit the needs and budgets of the working musician. The Mackie HDA 
High-Definition Arrayable Powered Loudspeaker System exemplifies this 
philosophy, delivering superior performance and unparalleled 
sonic quality in the most cost-effective constant 
curvature line array ever created. Powered by 
1200W of peak system power, with a coverage 
pattern of 110° x 20°, the compact 12" 2-Way 
HDA loudspeakers are highly configurable. 
With acoustic and mechanical design by the 
award-winning engineering experts at EAW and 
patented HD audio processing, HDA offers proven line 
array performance and technology at a price point attainable 
by more users than ever before.



¹ Calculated from driver sensitivity and amplifier power.
² Measured with pink noise, free field at 1 meter, before limiting. 
3 Calculated from peak driver sensitivity and amplifier power, half space.
4 Measured with swept sine at 1W within operating range, scaled for max power, half space.
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CONFIGURATIONS / SYSTEMS

 SYS:  600W RMS
  1200W Peak
 LF: 500W RMS
  1000W Peak
 HF: 100W RMS
  200W Peak

Calculated1: 131 dB @ 1 m

Measured2: 124 dB @ 1 m

 -10 dB: 52 Hz – 20 kHz 

 -3 dB: 60 Hz – 18 kHz

110˚ ¬ 20˚ constant curvature
4 M10 Fly Points
14.7 ¬ 24.7 ¬ 15.9" 
373 ¬ 628 ¬ 405 mm 
59 lb / 26.7 kg

 SYS:  600W RMS
  1200W Peak
 LF: 500W RMS
  1000W Peak
 HF: 100W RMS
  200W Peak

Calculated1: 133 dB @ 1 m

Measured2: 124 dB @ 1 m

 -10 dB: 55 Hz – 20 kHz 

 -3 dB: 65 Hz – 18 kHz

90˚ ¬ 50˚ rotatable horn
10 M10 Fly Points
24.0 ¬ 15.2 ¬ 15.0" 
610 ¬ 386 ¬ 381 mm 
50 lb / 22.7 kg

   600W RMS
  1200W Peak
  
  
 
  

Calculated3: 131 dB @ 1 m

Measured4: 126 dB @ 1 m

 -10 dB: 36 Hz – 145 Hz 

 -3 dB: 43 Hz – 92 Hz

20.0 ¬ 18.3 ¬ 25.0" 
508 ¬ 464 ¬ 635 mm 
80 lb / 36.4 kg

   800W RMS
  1600W Peak
  
  
 
  

Calculated3: 133 dB @ 1 m

Measured4: 129 dB @ 1 m

 -10 dB: 35 Hz – 145 Hz 

 -3 dB: 44 Hz – 95 Hz

10 M10 Fly Points
23.0 ¬ 23.0 ¬ 25.8" 
584 ¬ 584 ¬ 655 mm 
106 lb / 48.2 kg
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From a single stage monitor to a high-output, professional 
line array, Mackie's HD Series delivers a comprehensive 
selection of loudspeakers perfect for nearly any application. 
Fly, stack, or mount the full-range loudspeakers in a variety 
of configurations or add some serious low end with the HD 
powered subwoofers. Pair the HD1501 with the HD1221 for 
the ultimate high output portable PA. Rock a club or outdoor 
festival with HD1801 subwoofers and either HD1521 or 
HD1531 loudspeakers. Even fly the HD1801 with any of our 
full range loudspeakers, or step up to a full HDA rig for a truly 
professional system.  With so much versatility, plus design 
and voicing by EAW, the HD Series has your show covered.

SPECIFICATIONS

CONFIGURATIONS
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